Honeywe" ‘ Water Metering

THE POWER OF CONNECTED

V200P/V210P Volumetric
polymer piston meters

Product Specification

¢ \olumetric piston meters for cold water
e Nominalvalue Q,2.5/4 m?*/h

¢ EC-type certification (MID) to R400

¢ Installation in any position

e Lead-free, light and corrosion-resistant

e Quiet operation

e Anti-misting counter mechanism: IP68

e Communication interface without magnetic influence

COUNTER SIZE / PERMANENT FLOWRATE"  Q, m*/h 25 25 4.0
NOMINAL WIDTH DN mm 15 15 20

DN inch 172 172 3/4
D COUNTER CONNECTION THREAD IS0 228/1 inch G3/4°A G11/2°A G1A
SCREW CONNECTION THREAD ISO 7/1 inch R1/2 - R3/4
L LENGTH, STANDARD mm 110,115,134,165,170 - 165,190
B COUNTER DIAMETER mm 95 95 103
H HEIGHT mm 125 128 149
WEIGHT approx. kg 0.57 (165 mm) 0.48 0.88 (190 mm)
OVERLOAD FLOW RATE Q, m¥h 31 31 50
TRANSITIONAL FLOW RATE Q,Vh 10 10 16
MINIMUM FLOW RATE Q,Vh 6.3 6.3 127
START-UP /h 05 05 2
MEASURING RANGE Q,/Q, R400 R400 R315
PERMANENT FLOW RATE Q,Vh 2500 2500 4000
TEMPERATURE CLASS MAT T °C 30 30 30
PRESSURE CLASS MAP PN 16 16 16
APPROX CAPACITY WITH 1 BAR m3/h 3.7 3.7 52
PRESSURE LOSS

*Q, = 2.5 corresponds to nominal value Q, 1.5; Q, = 4.0 corresponds to nominal value Q, 2.5
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FALCON PULSE MODULE \ PRG

FALCON RADIO MODULE \ TPRG RF

FALCON M-BUS MODULE PR6 M

PERDINEN 1434

V210P with concentric connection
for subsurface chambers

For technical data
; ‘ see data sheet
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