
 

  

HYDRANT STANDPIPES,  

KEY & BAR SETS 

WRAS APPROVED OPTIONS 
 

      KEY USERS 
 

 Water Companies  

 Industrial Sectors 

 Construction 

 Demolition 

 Groundworks 

 

      KEY FACTS 
 

 Single & Double Headed 

Options to BS336 

 Options with or without 

Double Check Valves 

 Contractors Standpipes 

 Key & Bar Sets 

 Durable Construction 
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GENERAL DESCRIPTION 

Used to connect hoselines to the mains water supply via an underground hydrant valve, Delta offers a wide range 
of Standpipes including single and double headed options either with or without double check valves, WRAS 
Approved standpipes and single or double bib-tap Contractors Standpipes. 

Manufactured from durable materials suited for use in the Industrial and Marine sectors, the Delta Standpipe range is 
supplied as standard with 2½” BSRT female threaded inlets and 2½” Instantaneous female ‘single-twist’ outlets. 

 Delta also offers Key & Bar Sets to enable easy opening and closing of valves on underground hydrants.  

THE RANGE 

 
         

Product Code Description Double Check Valve Inlet Outlet 

WEA300100 Single Head 
Swivel 

No 2 ½” BSRT Female 1 x 2 ½” Instantaneous Female 

WEA300200 Double Head No 2 ½” BSRT Female 2 x 2 ½” Instantaneous Female 

WEA300300 Single Head 
Swivel 

Yes 2 ½” BSRT Female 1 x 2 ½” Instantaneous Female 

WEA300400 Double Head Yes 2 ½” BSRT Female 2 x 2 ½” Instantaneous Female 

WES302065 Single Tap 
Contractors 

Yes 2 ½” BSRT Female 1 x Bib-Tap 

WES312065 Double Tap 
Contractors 

Yes 2 ½” BSRT Female 2 x Bib-Taps 

WEA250100 Key & Bar Set  

 
                                            

 


